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IMPORTANT  

¶ Specifications of the products given in this document subject to change without 
further notice. 
¶ Data given in this document provides its typical performance. Actual device 
ǇŜǊŦƻǊƳŀƴŎŜ ƛǎ ƎǳŀǊŀƴǘŜŜŘ ōȅ ǎǇŜŎƛŦƛŎŀǘƛƻƴǎ ŎŀƭƭŜŘ ƻǳǘ ōȅ άŎǳǎǘƻƳŜǊ-ǎǇŜŎƛŦƛŎέ ǇŀǊǘ 
number and the associated acceptance test procedure  
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TYPICAL USE 

Autonomous & 
Airborne Vehicles 

Radars & Electronic 
Warfare Equipment 

Satellite Systems 

Ammunition Data 
Link 

4,5G/LTE/5G Base 
Stations 

Smart City 
Applications 
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RF /MW PASSIVE COMPONENTS 

Asartech designs custom RF and microwave passive products up to 40 

GHz: 

¶ Lumped Element Filters 

¶ Machined Cavity Filters 

¶ Coaxial Ceramic Resonator Filters 

¶ Microstrip and Suspended Stripline Filters 

¶ Switched/Channelized Filters 

¶ Diplexer and Multiplexers 

¶ Switched Multiplexers 

¶ Directional Couplers 

¶ Hybrid Couplers 

¶ Attenuators 

¶ Terminations 

Available in Surface Mount and Connectorized versions 
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FB1003  
1 GHz BANDPASS FILTER 

 DESCRIPTION 
FB1003 is a general purpose 1GHz bandpass filter. 
LǘΩǎ ŀ ƭǳƳǇŜŘ ŜƭŜƳŜƴǘ ŦƛƭǘŜǊ ƘƻǳǎŜŘ ƛƴ ŀ ǎǘŀƴŘŀǊŘ 
Asartech FG1002 housing, i.e., 39.25 x 16.7 x 11mm 
aluminum box. The input and output connectors 
are standard SMA. The unit is intended for 
narrowband applications up to 100MHz, as well as 
harmonic filtering for fixed 1GHz reference 
frequency sources. 
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SPECIFICATIONS 
 

Parameter Frequency Range Min Typ Max 

Passband 

Insertion Loss 950-1050 MHz  2.5dB 4dB 

Return Loss 950-1050 MHz  20dB 18dB 

Power Handling 950-1050 MHz   1W 

Stopband 
Attenuation DC - 800MHz 60dB 70dB  

Attenuation 1200-3000MHz 35dB 40dB  
Other specifications available upon request. 

MECHANICAL 
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FB1004 
IF FILTER BANK 

 
DESCRIPTION 
FB1004 is an IF filter bank suitable in front of high-speed 
ADCs in receiver chains. The filter channels are centered 
around 240MHz and selected by TTL inputs. The unit 
incorporates highly selective SAW filters with 
bandwidths of 0.3MHz, 5MHz, 10MHz and 20MHz. The 
filter bank also includes a selectable bypass RF through 
path. 

On SAW filter channels, adequate gain blocks were 
included to compensate the SAW filter losses. The 
ƻǾŜǊŀƭƭ Ǝŀƛƴ ƛǎ лŘ. ҕ мŘ. ŦƻǊ ǘƘƻǎŜ ŎƘŀƴƴŜƭǎΦ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

wCƛƴ wCƻǳǘ 
SP5T SP5T 



 
 

5 
 

 

SPECIFICATIONS 

Parameter Limits 

Passband Center (Fo) 240MHz 

Passband Width (BW) 
5 selectable channels: 0.3MHz, 5MHz, 10MHz, 20MHz, Through 

path 

Signal Gain лŘ. ҕ мŘ. ǘȅǇ ŦƻǊ ŦƛƭǘŜǊ ǇŀǘƘǎΣ -2dB typ for through path 

Return Loss 20dB max 

Stopband Attenuation 
30dB min @ Fo-BW 

30dB min @ Fo+BW 

Power Handling 15dBm typ 

Operational Temp Range 5 C̄ to 65̄C 

Storage Temp Range 0 C̄ to 125̄C 

RF Input Power 20dBm max 

Note-1: Other specifications available upon request. 
Note-2: It is assumed that the device will sit within a rack unit inside a conditioned cabinet. Consult factory for conditions 
otherwise. 

MECHANICAL 
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FB1005 
S BAND CERAMIC FILTER 

 
DESCRIPTION 
FB10051 is an ultra-miniature bandpass filter in  
SMD form with sharp roll off and low passband 
insertion loss. It is suitable for dense PCB applications 
thanks to its compact size. 

 

 
  

 
1 This product has been developed with the support the program of The Scientific and Technological Research Council 
ƻŦ ¢ǳǊƪŜȅ ό¢«.¢!Yύ όtǊƻƧŜŎǘ bƻΥ онлрлснύ ōǳǘ ŀƭƭ ǘƘŜ ǊŜǎǇƻƴǎƛōƛƭƛǘȅ ŎƻƴŎŜǊƴƛƴƎ ǘƘŜ ǇǊƻŘǳŎǘκǎŜǊǾƛŎŜ ōŜƭƻƴƎǎ ǘƻ 
!{!w¢9/I !wD9 ¢!{!wLa a«I9b5T{[TY !Φ Φ 
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SPECIFICATIONS 

Parameter Limits 

Filter Type 
PCB filter with soldered TIN (covered with proper 

material for environmental conditions) type box 

Mounting  Input, Output Pads -Soldered  

Passband 3800-4100 MHz 

Max Loss in Passband 2 dB 

Stopband <3350 MHz & >4750 MHz 

Min Loss in Stopband 60 dB 

Input/Output Impedance 50 ohm 

S11/S12 < -12 dB 

Mechanical Dimensions 19.5 x 7.1 x 4.42 mm 

Operational Temperature -прϲ/ Ҍ - урϲ/ 

MECHANICAL 
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FB1008 
2.5 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB1008 is a 1.9-3.1GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 2500 MHz 

3dB BW [min] 1200 MHz 

Passband IL [max] 

] 

0.6dBa 

VSWR [max] 2.0:1 

Passband RL [min] 10.0 dB 

Out of Band Rejection 
50 dBc @ 1000 MHz 

50 dBc @ 4000 MHz 

Dimensions 2.0 x 0.5 x 0.4 in. (50.80 x 12.70 x 10.16 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4004 
8.9 GHz BANDPASS FILTER  

 DESCRIPTION 
FB4004 is a highly selective, low-loss 8900MHz 
ōŀƴŘǇŀǎǎ ŦƛƭǘŜǊΦ LǘΩǎ ŀ ƳŀŎƘƛƴŜŘ ŎŀǾƛǘȅ ŦƛƭǘŜǊ ƘƻǳǎŜŘ ƛƴ 
98.6 x 17.2 mm aluminum box. The input and output 
connectors are standard SMA. The unit can be used 
for RX and TX front ends of X-band transceivers and 
radars. 

 

 

 

  



 
 

11 
 

 

SPECIFICATIONS 

Parameter Frequency Range Min Typ Max 

Passband 

Insertion Loss 8700-9100 MHz  1.2 dB 1.5 dB 

Return Loss 8700-9100 MHz  20 dB 17 dB 

Power Handling 8700-9100 MHz   10 W 

Stopband 
Attenuation DC-8400 MHz 40 dB 48 dB  

Attenuation 9400-18000 MHz 50 dB 55 dB  

Other specifications available upon request. 

MECHANICAL 
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FB4005  
C-BAND BANDPASS CAVITY FILTER 

 
DESCRIPTION 
FB40052 is a highly selective, low-loss 4675 MHz. 
ōŀƴŘǇŀǎǎ ŦƛƭǘŜǊΦ LǘΩǎ ŀ ƳŀŎƘƛƴŜŘ ŎŀǾƛǘȅ ŦƛƭǘŜǊ ƘƻǳǎŜŘ ƛƴ 
тнҎроΦрҎмпΦр ƳƳΦ ŀƭǳƳƛƴǳƳ ōƻȄΦ  

The input and output connectors are standard SMA 
(female). The Insertion Loss is 1.0 max. dB. and its 
Operational Temp. Range is -пр ϲ/ ς Ҍур ϲ/Φ ¢ƘŜ ǳƴƛǘ 
can be used for RX and TX front ends of C-band 
transceivers and radars. 

 

 
  

 
2 This product has been developed with the support the program of The Scientific and Technological Research Council 
ƻŦ ¢ǳǊƪŜȅ ό¢«.¢!Yύ όtǊƻƧŜŎǘ bƻΥ онлрлснύ ōǳǘ ŀƭƭ ǘƘŜ ǊŜǎǇƻƴǎƛōƛƭƛǘȅ ŎƻƴŎŜǊƴƛƴƎ ǘƘŜ ǇǊƻŘǳŎǘκǎŜǊǾƛŎŜ ōŜƭƻƴƎǎ ǘƻ 
!{!w¢9/I !wD9 ¢!{!wLa a«I9b5T{[TY !Φ Φ 
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SPECIFICATIONS 

Parameter 
Limits 

Frequency Range Min 

Center Frequency 4675 MHz 5550 MHz 

Bandwidth 4400-4950 MHz 5250-5850 MHz 

Insertion Loss 1.0 dB max. 1.0 dB max. 

VSWR 1.3:1 max 1.3:1 max 

Attenuation 

80 dB min. @ 2000 MHz 

70 dB min. @ 5250-5850 MHz 

80 dB min. @ 9000 MHz 

80 dB min. @ 2000 MHz 

70 dB min. @ 4400-4950 MHz 

80 dB min. @ 9000 MHz 

Isolation between bands 80 dB min. @5250-5850 MHz 80 dB min. @4440-4950 MHz 

Power Handling  20 Watt CW max. 

IN/OUT Impedance 50 Ohm 

Operational Temp. Range -прϲ/ - Ҍ урϲ/ 

Connector SMA (Female) ς All Ports 

Finish Black Painting 

Mechanical Dimensions 96 x 74 x 14.5 mm 

Other specifications available upon request. 

MECHANICAL 
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FB4006 
C-BAND BANDPASS CAVITY FILTER 

 
DESCRIPTION 
FB4006 is cavity bandpass filter in C-band (frequencies 
available upon request and customizable within frequency 
range).  

The passband width is 600MHz max. 
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SPECIFICATIONS 

Parameter Limits 

Passband Freqs (F1, F2) 5-6 GHz 

Passband Width 600MHz 
Insertion Loss 0.5dB max within PB 
Return Loss 20dB max 
Stopband Attenuation 55dB @ F1-350MHz  

55dB @ F2+350MHz 

Power Handling 100W  
No Spurious Up to 15GHz 
Operational Temp Range 5 C̄ to 65̄C 
Storage Temp Range (Note 2) 0 C̄ to 125̄C  
RF Input Power 125W max 

Note-1: Other specifications available upon request. 
Note 2: It is assumed that the device will sit within a rack unit inside a conditioned cabinet. Consult factory for 
conditions otherwise. 

MECHANICAL 
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FB4011 
9.5 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4011 is a 9.075-9.925GHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 9500 MHz 

3dB BW [min] 850 MHz 

Passband IL [max] 

] 

1.2dBa 

VSWR [max] 1.5:1 

Passband RL [min] 14 dB 

Out of Band Rejection 
40 dBc @ 8756 MHz 

43 dBc @ 10243 MHz 

Dimensions 1.58 x 0.55 x 0.25 in. (40.01 x 13.97 x 6.35 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4012 
10.86 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4012 is a 10.460-11.260GHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 10860 MHz 

3dB BW [min] 800 MHz 

Passband IL [max] 

] 

1.3dBa 

VSWR [max] 1.5:1 

Passband RL [min] 14 dB 

Out of Band Rejection 
39 dBc @ 10100 MHz 

30 dBc @ 11500 MHz 

Dimensions 1.51 x 0.55 x 0.25 in. (38.43 x 13.97 x 6.35 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4013 
12 GHz BANDPASS FILTER 

     
DESCRIPTION 
FB4013 is a 11800-12200MHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 12000 MHz 

1dB BW [min] 400 MHz 

Passband IL [max] 

] 

1.1dBa 

VSWR [max] 1.5:1 

Passband RL [min] 14 dB 

Out of Band Rejection 
39 dBc @ 10500 MHz 

42 dBc @ 13500 MHz 

Dimensions лΦфр Ȅ лΦрр Ȅ лΦнр ƛƴœ. (24.13 x 13.97 x 6.35 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4014 
14.25 GHz BANDPASS FILTER 

          
DESCRIPTION 
FB4014 is a 13.7-14.8GHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 

 
 

 
  



 
 

23 
 

 

SPECIFICATIONS 

Parameter Limits 

Center Freq 14250 MHz 

1dB BW [min] 1100 MHz 

Passband IL [max] 

] 

1.3dBa 

VSWR [max] 1.5:1 

Passband RL [min] 14 dB 

Out of Band Rejection 
18 dBc @ 13375 MHz 

60 dBc @ 16000 MHz 

Dimensions 1.39 x 0.55 x 0.25 in. (35.26 x 13.97 x 6.35 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 

 
  



 
 

24 
 

 

FB4015 
13.125 GHz BANDPASS FILTER 

         
DESCRIPTION 
FB4015 is a 12.875-13.375GHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 13125 MHz 

3dB BW [min] 588 MHz 

Passband IL [max] 

] 

1.5dBa 

VSWR [max] 1.5:1 

Passband RL [min] 14 dB 

Out of Band Rejection 
47 dBc @ 12125 MHz 

50 dBc @ 14125-27562.5 MHz 

Dimensions 1.26 x 0.55 x 0.25 in. (32.08 x 13.97 x 6.35 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4016 
13.8 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4016 is a 12.7-14.9GHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 13800 MHz 

1dB BW [min] 2200 MHz 

Passband IL [max] 

] 

0.8dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 
39 dBc @ 11400 MHz 

42 dBc @ 16450 MHz 

Dimensions 1.27 x 0.55 x 0.31 in. (32.14 x 13.97 x 7.87 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4017 
10.25 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4017 is a 10-10.5GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 10250 MHz 

3dB BW [min] 588 MHz 

Passband IL [max] 

] 

1.3dBa 

VSWR [max] 1.5:1 

Passband RL [min] 14 dB 

Out of Band Rejection 
19 dBc @ 9750 MHz 

43 dBc @ 10750 MHz 

Dimensions 1.26 x 0.55 x 0.25 in. (32.08 x 13.97 x 6.35 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4021 
16 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4021 is a 13.9-18.1GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined aluminum 
with SMA female connectors on input and output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 16000 MHz 

3dB BW [min] 4200 MHz 

Passband IL [max] 

] 

0.6dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 
62 dBc @ 11500 MHz 

58 dBc @ 20500 MHz 

Dimensions 1.5 x 0.5 x 0.5 in (38.10 x 12.70 x 12.70 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4024 
3.5 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4024 is a 2.9-4.1GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 3500 MHz 

3dB BW [min] 1200 MHz 

Passband IL [max] 

] 

0.3dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 
66 dBc @ 2000 MHz 

58 dBc @ 5000-7350 MHz 

Dimensions 2.69 x 1.42 x 0.59 in (68.36 x 36.15 x 15.06 mm) 

Operational/Storage Temp 

Range 

-40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

 

 

 

 

MECHANICAL 
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FB4025 
5 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4025 is a 3.9-6.1GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 5000 MHz 

3dB BW [min] 2200 MHz 

Passband IL [max] 

] 

0.3dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 
63 dBc @ 2500 MHz 

53 dBc @ 7500-10500 MHz 

Dimensions 2.47 x 1.17 x 0.59 in (62.79 x 29.72 x 15.06 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB4027 
7 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4027 is a 5.9-8.1GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 7000 MHz 

3dB BW [min] 2200 MHz 

Passband IL [max] 

] 

0.4dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 
58 dBc @ 4500 MHz 

53 dBc @ 9500 MHz 

Dimensions 1.99 x 0.66 x 0.50 in (50.55 x 16.80 x 12.70 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  
 

  
MECHANICAL 
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FB4028 
8.55 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4028 is a 6.950-10.050GHz low-loss microwave 
bandpass filter. The unit is used in front-end RF and 
typically EW applications as preselector filtering.  

The filter enclosure is silver-plated machined 
aluminum with SMA female connectors on input and 
output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 8550 MHz 

3dB BW [min] 3100 MHz 

Passband IL [max] 

] 

0.5dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 
58 dBc @ 6000 MHz 

53 dBc @ 11100 MHz 

Dimensions 1.94 x 0.59 x 0.50 in (49.17 x 14.86 x 12.70 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 
 

  

RF Connectors SMA (Female)  

MECHANICAL 
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FB4029 
12 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB4029 is a 9.9-14.1GHz low-loss microwave bandpass 
filter. The unit is used in front-end RF and typically EW 
applications as preselector filtering.  

The filter enclosure is silver-plated machined aluminum 
with SMA female connectors on input and output. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 12000 MHz 

3dB BW [min] 4200 MHz 

Passband IL [max] 

] 

0.5dBa 

VSWR [max] 1.7:1 

Passband RL [min] 11.7 dB 

Out of Band Rejection 55 dBc @ 7500 MHz 

49 dBc @ 16500-25200 MHz 

Dimensions 1.28 x 0.50 x 0.50 in (32.45 x 12.70 x 12.70 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB5007 
1.125 GHz BANDPASS FILTER 

 

DESCRIPTION 
FB5007 (1075-1175MHz) is a low loss, high rejection, 
compact size ceramic bandpass filter. The unit is used 
as an IF filter in front-end RF and typically EW 
applications.  

The filter is an SMD filter which makes it ideal for PCB 
based applications. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 1125 MHz 

0.5dB BW [min] 100 MHz 

Passband IL [max] 

] 

1.0dB 

VSWR [max] 2.0:1 

Passband RL [min] 10 dB 

Out of Band Rejection 
50 dB @ 825 MHz 

50 dB @ 1425 MHz 

Dimensions 0.9 x 0.5 x 0.19 in. (22.86 x 12.70 x 4.83 mm) 

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA (Female)  

MECHANICAL 
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FB5009 
3.1 GHz BANDPASS FILTER 

 
DESCRIPTION 
FB5009 (2.875-3.325 GHz) is a low loss, high rejection, 
compact size monoblock ceramic bandpass filter. The 
unit is used in front-end and TR modules for phased 
array modules in commercial and military 
applications. 

The filter is an SMD filter which makes it ideal for PCB 
based applications. 
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SPECIFICATIONS 

Parameter Limits 

Center Freq 3.1 GHz 

Passband IL [max] 

] 

0.9 dB 

Passband RL [min] 14 dB 

Out of Band Rejection 

30 dB @ 2200 MHz 

20 dB @ 2690 MHz 

20 dB @ 3600-4200 MHz 

30 dB @ 5700-6700 MHz 

10 dB @ 8500-9300 MHz 

 

 

 

Dimensions 23 x 10.3 x 7.8 mm  

Operational Temp Range -40 ̄ C / +85 ̄C 

Storage Temp Range -40 ̄ C / +85 ̄C 

RF Connectors SMA   

MECHANICAL 

 
  



 
 

46 
 

 

FD1001 
C-BAND DIPLEXER 

 
DESCRIPTION 
FD10013 is a Bandpass Diplexer that is designed to 
address challenging needs of C Band communication 
requirements in 4 to 6GHz. The unit boasts two low-
loss cavity channels which are diplexed with a band 
gap of 300MHz.  

FD1001 is equipped with 3 SMA(F) connectors on the 
input and diplexed RX and TX channels. The unit can 
handle RF power up to 20W CW with 1.0 dB max 
insertion loss on either channel. 

 

 

  

 
3 This product has been developed with the support the program of The Scientific and Technological Research Council 
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SPECIFICATIONS 

Parameter Low Band Limits High Band Limits 

Center Freq 4675 MHz 5550 MHz 

Bandwidth 4400 ς 4950 MHz 5200 ς 5850 MHz 

Insetion Loss 1.0 dB max 1.0 dB max 

VSWR 1.3:1 max 1.3:1 max 

Peak Ripple 0.5 dB 0.5 dB 

Attenuation 
80 dB min @ DC-2000 MHz 

80 dB min @5250-11700 MHz 

80 dB min @ DC-4400 MHz 
80 dB min @ 6500-11700 MHz 

Power Handling (Watt) 20 CW max 

IN/OUT Impedance 50 Ohm 

Operational Temp. Range -прϲ/  - Ҍ урϲ/ 

Connector SMA (Female) ς All Ports 

Finish Black Painting 

Mechanical Dimensions 72 mm x 53,5 mm x 14,5 mm 

MECHANICAL 
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FD1002 
L/S-BAND DIPLEXER 

 
DESCRIPTION 
FD10024 is a Bandpass Diplexer that is designed to 
address challenging needs of L/S Band 
communication requirements. The unit boasts two 
low-loss cavity channels which are diplexed with a 
band gap of 100MHz. Each channel bandwidth is 90 
MHz.  

FD1002 is equipped with a Type SMA connector at 
common port and two SMA(F) connectors on the 
diplexed RX and TX channels. The unit can handle RF 
power up to 20W CW with 1.0dB max insertion loss 
on either channel. 

 

  

 
4 This product has been developed with the support the program of The Scientific and Technological Research Council 
ƻŦ ¢ǳǊƪŜȅ ό¢«.¢!Yύ όtǊƻƧŜŎǘ bƻΥ онлрлснύ ōǳǘ ŀƭƭ ǘƘŜ ǊŜǎǇƻƴǎƛōƛƭƛǘȅ ŎƻƴŎŜǊƴƛƴƎ ǘƘŜ ǇǊƻŘǳŎǘκǎŜǊǾƛŎŜ ōŜƭƻƴƎǎ ǘƻ 
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SPECIFICATIONS 

Parameter Limits 

Low Path High Path 

Center Frequency 1750 MHz 2450 MHZ 

Bandwidth 1650 ς 1850 MHz 2400 ς 2500 MHz 

Insertion Loss 1.0 dB max 1.0 dB max 

VSWR 1.3:1 max 1:3.1 max 

Attenuation 

80 dB min. @ 1000 MHz 

70 dB min @ 2400-2500 MHz 

80 dB min @ 3300 MHz 

80 dB min. @ 1000 MHz 

70 dB min. @ 1650-1850 MHz 

80 dB min. @ 1650-1850 MHz 

Isolation Between Bands 80 dB min. @ 2400-2500 

MHz 

80 dB min. @ 1650-1850 MHz 

Power Handling 20 Watt CW max. 

IN/OUT Impedance 50 Ohm 

Operational Temp. Range -прϲ - Ҍурϲ/ 

Connector SMA (Female) ς All Ports 

Finish Black Painting 

Mechanical Dimensions 96 mm x 74 mm x 45 mm 

MECHANICAL 
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FE4001 
L-BAND TRIPLE BAND BANDPASS FILTER 

 
DESCRIPTION 
FE40015 is a multiband filter covering LINK16/TACAN 
band having excellent IFF band rejection. The unit 
boasts low passband insertion loss, sharp roll off and 
having suppression of 60 dBc minimum beyond 3rd 
harmonic band. FE4001 is equipped with two SMA(F) 
connectors. The unit can handle powers of up to 
200W. 

 

 
  

 
5 This product has been developed with the support the program of The Scientific and Technological Research Council 
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SPECIFICATIONS 

Parameter 
Limits 

Passband 1 Passband 2 Passband 3 

Bandwidth 960-1010 MHz 1050-1072 MHz 1110-1215 MHz 

Insertion Loss 2.0 dB max. 

Return Loss BW 

N BW 

16 dB min. 

 Peak Ripple 1.0 dB max. 

Attenuation 

60 dB min. @ DC-900 MHz 

60 dB min. @ 1030 MHz 

60 dB min. @ 1090 MHz 

60 dB min. @ 1300-1400 MHz 

Power Handling 20 Watt CW max. 

IN/OUT Impedance 50 Ohm 

Operational Temp. Rate -прϲ/ - Ҍурϲ/ 

Connector SMA (Female) ς All Ports 

Finish Black Painting 

Mechanical Dimensions 170 mm x 80 mm x 32 mm 

MECHANICAL 
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FH1002 
1200 MHz HIGHPASS FILTER 

 DESCRIPTION 
FH1002 is a general purpose 1200MHz high pass 
ŦƛƭǘŜǊΦ LǘΩǎ ŀ ƭǳƳǇŜŘ ŜƭŜƳŜƴǘ ŦƛƭǘŜǊ ƘƻǳǎŜŘ ƛƴ ŀ 
standard Asartech FG1002 housing, i.e., 
39.25x16.7x11mm aluminum box. The input and 
output connectors are standard SMA. The unit can 
be used for filtering out GSM signals as well as a 
good fit for low order Nyquist zones of anti-alias 
filtering of ultra-high-speed ADCs. 
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SPECIFICATIONS 

Parameter Frequency Range Min Typ Max 

Passband 

Insertion Loss 1200-3000 MHz  0.8dB 1.2dB 

Return Loss 1200-3000 MHz  20dB 16dB 

Power Handling 1200-3000 MHz   5W 

Stopband Attenuation DC - 800MHz 35dB 40dB  

Other specifications available upon request. 

MECHANICAL 
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FL1002  
400MHz LOWPASS FILTER 

 
DESCRIPTION 
FL1002 is a general purpose 400MHz lowpass filter. 
LǘΩǎ ŀ ƭǳƳǇŜŘ ŜƭŜƳŜƴǘ ŦƛƭǘŜǊ ƘƻǳǎŜŘ ƛƴ ŀ ǎǘŀƴŘŀǊŘ 
Asartech FG1001 housing, i.e., 54.25 x 16.8 x 11mm 
aluminum box. The input and output connectors are 
standard SMA. The unit can be used for filtering out 
harmonics of PA driver amplifiers, as well as a good fit 
for anti-alias filtering of high-speed ADCs. 
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SPECIFICATIONS 

Parameter Frequency Range Min Typ Max 

Passband 

Insertion Loss DC ς 400 MHz  0.5dB 1.0dB 

Return Loss DC ς 400 MHz  20dB 18dB 

Power Handling DC ς 400 MHz   5W 

Stopband Attenuation 600 ς 3000 MHz 35dB 40dB  

Other specifications available upon request. 

MECHANICAL 

  



 
 

56 
 

 

FL1003  
1200 MHz LOWPASS FILTER 

 
DESCRIPTION 
FL1003 is a general purpose 1200MHz lowpass filter. 
LǘΩǎ ŀ ƭǳƳǇŜŘ ŜƭŜƳŜƴǘ ŦƛƭǘŜǊ ƘƻǳǎŜŘ ƛƴ ŀ ǎǘŀƴŘŀǊŘ 
Asartech FG1002 housing, i.e., 39.25 x 16.7 x 11mm 
aluminum box.  

The input and output connectors are standard SMA. 
The unit can be used for various applications including 
anti-alias filtering for ultra-high-speed ADCs. 
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SPECIFICATIONS 

Parameter Frequency Range Min Typ Max 

Passband 

Insertion Loss DC ς 1200 MHz  0.5dB 1.0dB 

Return Loss DC ς 1200 MHz  20dB 16dB 

Power 
Handling 

DC ς 1200 MHz   5W 

Stopband Attenuation 1800 ς 3000 MHz 40dB 45dB  

Other specifications available upon request. 

MECHANICAL 
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FL2001  
HIGH POWER 2850 MHz LOWPASS FILTER 

 
DESCRIPTION 
C[нллм ƛǎ ŀ нурлaIȊ ƘŀǊƳƻƴƛŎ ƭƻǿǇŀǎǎ ŦƛƭǘŜǊΦ LǘΩǎ ŀ 
distributed element filter housed in a 45.25 x 16.1 x 
11mm aluminum box (inc connectors).  

The input and output connectors are standard SMA. 
The unit is intended for filtering out harmonics and 
spurii of 2.4GHz PA drivers. 
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SPECIFICATIONS 

Parameter Frequency Range Min Typ Max 

Passband 

Insertion Loss DC to 2850 MHz  0.5 dB 1.0 dB 

Return Loss DC to 2850 MHz  20 dB 18 dB 

Power Handling DC to 2850 MHz  20W 150W(peak) 

Stopband Attenuation 4400-10000MHz 45 dB 40 dB  

Other specifications available upon request. 

MECHANICAL 
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SIGNAL GENERATORS 

Asartech designs custom RF and microwave high fidelity signal generators 

up to and including Ka-band. 

¶ Ultra-Stable, Ultra Low Noise Frequency References (typ 10 MHz, 

100 MHz, and 1 GHz) 

¶ Wideband Frequency Synthesizers involving phase locked loops 

¶ Ultra-Low Noise Local Oscillators for Radar Applications 

¶ Frequency Hopping Synthesizers  

Available in Module or Rack Mount 
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SG1001 
WIDEBAND SIGNAL GENERATOR 

 DESCRIPTION 

SG1001 is a USB-controlled wideband signal 
generator for portable applications. It 
incorporates an internal 10MHz TCXO. The 
ŦǊŜǉǳŜƴŎȅ ŀŎŎǳǊŀŎȅ ƛǎ ҕмǇǇƳΦ 

The output power is controlled by a digital 
attenuator in 0.5dB steps with 30dB attenuation 
range. 

Device consumes 1W at a single 7.5Vdc input.  

 

FEATURES 

¶ Wideband Frequency Generation 

¶ Frequency and Amplitude Control 

¶ Low Phase Noise 

¶ Low power consumption 

 

 

SPECS AT A GLANCE 

¶ 10MHz to 20GHz output 

¶ 20dBm to +10dBm output power 

¶ Low Phase Noise 

¶ 105dBc/Hz @ 10kHz offset at 9GHz 

¶ 96dBc/Hz @ 10kHz offset at 20GHz 

¶ - 20us switching speed 

BLOCK DIAGRAM 
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SPECIFICATIONS 

Parameter Limit 

Output Frequency Range 10 MHz to 20 GHz 

Frequency Steps 1kHz 

Output Level -20 to +10dBm 

Level Control 0.5dB steps 

Output Phase Noise at 3GHz -113dBc/Hz @ 10kHz offset  
-125dBc/Hz @ 1MHz offset  

Output Phase Noise at 9GHz -105dBc/Hz @ 10kHz offset  
-120dBc/Hz @ 1MHz offset  

Output Phase Noise at 20GHz -96dBc/Hz @ 10kHz offset  
-112dBc/Hz @ 1MHz offset  

DC Power Consumption 1W typ 

Operational Temp Range 5 C̄ to 65̄C 

Storage Temp Range 0 C̄ to 125̄C 

DC Input Voltage ς 7.5V 10V max 

DC Input Current 0.5A max  
 

MECHANICAL  
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SG1004 
LOW NOISE, STABLE FREQUENCY REFERENCE 
 

 
DESCRIPTION 
SG1004 is an ultra-stable, ultra-low noise frequency 
reference. It consists of a low noise 100MHz Voltage 
Controlled Crystal Oscillator (VCXO), locked to a 
stable Oven Controlled Crystal Oscillator (OCXO). 

Device consumes 5W during warm-up of 5 minutes 

and settles at 2.5W at steady state at 20̄C ambient 
temperature. 

 

 

FEATURES 
¶ Sinewave output 

¶ Ultra Temperature Stable 

¶ Very Low Ageing 

¶ Ultra Low Phase Noise 

 

SPECS AT A GLANCE 
¶ 100MHz fixed output 

¶ 2ppb Stability within 0 to 50̄C 

¶ 30ppb/year Ageing 

¶ Ultra Low Phase Noise 
o -140dBc/Hz @ 10kHz 
o -165dBc/Hz @ 1MHz 

BLOCK DIAGRAM 
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SPECIFICATIONS 

Parameter Limit 

REF outputs Freq 100MHz 

REF outputs Level рŘ.Ƴ ҕ нŘ. 

Temperature Stability ҕ нǇǇō ǿƛǘƘƛƴ л ǘƻ рлC̄ 

Ageing / day 0.5ppb typ 

Ageing / year 30ppb typ 

Output Phase Noise 
-140dBc/Hz @ 10kHz 

-165dBc/Hz @ 1MHz 

DC Power Consumption 
5W max during warmup 

2.5W typ at steady state 

Operational Temp Range 5 C̄ to 65̄C (NOTE-1) 

Storage Temp Range 0 C̄ to 125̄C (NOTE-1) 

DC Input Voltage ς 18V 24V max 

DC Input Voltage ς 6V 10V max 

DC Input Current 
0.5A max @ 18V 

0.2A max @ 6V 

NOTE-1: It is assumed that the device will sit within a rack unit inside a conditioned cabinet. Consult factory for 
conditions otherwise. 

MECHANICAL  

 
 
 
 
 
Hirose HR30-6R-6P Panel mount Connector  
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LO1001 
C-BAND LOCAL OSCILLATOR 

 DESCRIPTION 
LO1001 is a low phase noise, voltage-
controlled oscillator for use with C-band 
transceivers.  

LO1001 features a very low phase noise 
ceramic resonator oscillator with -
160dBc/Hz phase noise floor. Device 
consumes 5W typically. 

 

 

FEATURES 
¶ Excellent Phase Noise  

¶ High Output Power ς no extra LO drive needed 
 
 

SPECS AT A GLANCE 
¶ 5-6 GHz Output Frequency Range 

¶ +16dBm output power 

¶ P/N -100dBc/Hz @ 10kHz offset 

¶ P/N -142dBc/Hz @ 1MHz offset 

¶ 60MHz/V Tuning Sensitivity 

 

BLOCK DIAGRAM 
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SPECIFICATIONS 

Parameter Limit 

Frequency Range C-Band 

Output Power 16dBm typ 

Tuning Voltage 5V to 25V 

Harmonics -25dBc 

{ǇǳǊƛƻǳǎ πслŘ.Ŏ 

Phase Noise 

-100dBc/Hz @ 10kHz 

-124Bc/Hz @ 100kHz 

-142dBc/Hz @ 1MHz 

-157dBc/Hz Noise Floor 

DC Power Consumption 5W max 

Operational Temp Range 5 C̄ to 65̄C (NOTE-1) 

Storage Temp Range 0 C̄ to 125̄C (NOTE-1) 

Note 1: It is assumed that the device will sit within inside a conditioned enclosure. Consult factory for conditions 
otherwise. 

 

MECHANICAL  

  


